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CONFIGURATION OPTIONS: TC80XX OPTION DESCRIPTION 

Wireless Option TC80NX-XXXXXXXXXX N WLAN 802.11 a/b/g/n and Bluetooth Low Energy 4.0

RFID TC80X0-XXXXXXXXXX 0 None

TC80XH-XXXXXXXXXX H HF RFID Radio with NFC

Scan Engine TC80XX-AXXXXXXXXX A SE965 1D Laser

TC80XX-1XXXXXXXXX 1 SE4750SR 2D Imager

TC80XX-2XXXXXXXXX 2 SE4750MR 2D Imager

TC80XX-3XXXXXXXXX 3 SE4850 2D ERI Imager

Camera TC80XX-X0XXXXXXXX 0 None

TC80XX-X1XXXXXXXX 1 8MP Color Camera

Display TC80XX-XX0XXXXXXX 0 Color 4ò Diagonal VGA

Memory TC80XX-XXX0XXXXXX 0 1 GB RAM / 4 GB Flash

TC80XX-XXX1XXXXXX 1 1 GB RAM / 8 GB Flash

TC80XX-XXX2XXXXXX 2 2 GB RAM / 16 GB Flash

Operating System TC80XX-XXXXKXXXXX K Android

Sensors TC80XX-XXXXX0XXXX 0 None

TC80XX-XXXXX1XXXX 1 Accelerometer Only

TC80XX-XXXXX2XXXX 2 Proximity and Accelerometer

TC80XX-XXXXX3XXXX 3 Accelerometer, Gyro, Digital Compass

TC80XX-XXXXX4XXXX 4 Proximity, Accelerometer, Gyro, Digital Compass

Audio TC80XX-XXXXXX1XXX 1
One Display Side Microphone

TC80XX-XXXXXX2XXX 2

Additional Features TC80XX-XXXXXXX0XX 0 None

TC80XX-XXXXXXXCXX C Condensation Resistant

TC80XX-XXXXXXXEXX E Expansion Connector Behind Rear Bezel

Region TC80XX-XXXXXXXXIN IN International

TC80XX-XXXXXXXXNA NA North America

TC8000 Configuration Matrix



CONFIGURATION OPTIONS: TC83XX OPTION DESCRIPTION 

Wireless Option TC83BX-XXXXXXXXXX B WLAN 802.11 a/b/g/n/ac MU-MIMO & BT 5.0 BLE

RFID TC83B0-XXXXXXXXXX 0 None

TC83BH-XXXXXXXXXX H HF RFID Radio with NFC

Scan Engine TC83BX-AXXXXXXXXX A SE965 1D Laser

TC83BX-2XXXXXXXXX 2 SE4750MR 2D Imager Medium Range

TC83BX-3XXXXXXXXX 3 SE4850 2D Imager Extended Range (ERI)

TC83BX-4XXXXXXXXX 4 SE4750DP 2D Imager DPM w/ light diffusion (Q3, 2019)

TC83BX-5XXXXXXXXX 5 SE4750DP-A 2D Imager DPM wide angle w/ light diffusion (Q3, 2019)

TC83BX-6XXXXXXXXX 6 SE4770SR 2D Imager Standard Range (Q4, 2019)

Camera TC83BX-X0XXXXXXXX 0 None

TC83BX-X2XXXXXXXX 2 13 MP Color Camera

Display TC83BX-XX0XXXXXXX 0 Color 4ò Diagonal VGA

Memory TC83BX-XXX5XXXXXX 5 4 GB RAM / 32 GB Flash

TC83BX-XXX6XXXXXX 6 8 GB RAM / 128 GB Flash (Q3, 2019)

Operating System TC83BX-XXXXAXXXXX A Android

Sensors TC83BX-XXXXX5XXXX 5 Acceleromater, Gyroscope

TC83BX-XXXXX6XXXX 6 Accelerometer, Gyro, Scan vibration

TC83BX-XXXXX7XXXX 7 Accel, Gyro, Scan vib, Magnetic sensor, Proximity Sensor

Audio TC83BX-XXXXXX1XXX 1 One Display Side Microphone

Additional Features TC83BX-XXXXXXX0XX 0 None

TC83BX-XXXXXXXCXX C Condensation Resistant

Region TC83BX-XXXXXXXXCN CN China (Q3, 2019)

TC83BX-XXXXXXXXIN IN India (Q3, 2019)

TC83BX-XXXXXXXXNA NA North America (US, CA, PR)

TC83BX-XXXXXXXXRW RW Rest Of World

TC83BX-XXXXXXXXTA-KT TA-KT TAA (Trade Agreement Act ïUSA) (Q3, 2019)

TC8300 Configuration Matrix



TC8000 Configurations 
Available

SKU Category Features

Base Sensors

Accelerometer

Proximity sensor (2D imager configurations only)

Magnetic sensor (2D imager configurations only)

Memory

1 GB RAM / 4 GB Flash

Condensation

Resistant

Includes everything in a base unit as well as:

Added sensors

Digital compass

Gyroscope

Added features

Condensation resistant desiccant pack

Increased Memory

1 GB RAM / 8 GB Flash

Premium Includes everything in a base unit as well as:

Added sensors

Proximity sensor (2D imager configurations only)

Magnetic sensor (2D imager configurations only) 

Digital compass

Gyroscope

Added features

8MP camera

HF RFID Radio with NFC

Increased memory

1 GB RAM / 8 GB Flash or 

2 GB RAM / 16 GB Flash

Expansion Includes everything in a premium unit as well as:

Added features

Expansion connector for 3rd party hardware modules



TC8300 Configurations 
Available

SKU

Category
Features

Base Sensors

Gyroscope & Accelerometer

Memory

4 GB RAM / 32 GB Flash

Condensation

Resistant

Includes everything in a base unit as well as:

Added features

Condensation resistant desiccant cartridge

Scan vibration feedback

Package 1 Includes everything in a base unit as well as:

Added sensors

Proximity sensor 

Magnetic sensor

Added features

13MP color rear camera

HF RFID Radio with NFC

Scan vibration feedback

Package 2

High Memory *

Includes everything in Package 1 as well as:

Increased memory

8 GB RAM / 128 GB 3D TLC Flash

DPM * Includes everything in a base unit as well as:

Added features

DPM 2D Imager with light diffusion

Scan vibration feedback
TC8300 DPM w/ light diffusion *

* Available Q3, 2019



TC8XXX-A

1D Standard Range Laser

TC8000-1

Standard Range Imager

TC8XXX Data Capture Methods

Scan Engines

TC80XX-A SE965 1D Standard Range Laser

TC80XX-1 SE4750 2D Standard Range Imager

TC80XX-2 SE4750 2D Medium Range Imager

TC80XX-3 SE4850 2D Extended Range Imager 

TC83XX-A SE965 1D Standard Range Laser

TC83XX-2 SE4750 2D Medium Range Imager

TC83XX-3 SE4850 2D Extended Range Imager

TC83XX-4 SE4750DP 2D DPM Standard Range Imager *

TC83XX-5 SE4750DP 2D DPM Wide Angle Imager *

TC83XX-6 SE4770 2D Standard Range Imager **

TC8XXX-2

Medium Range Imager

TC83XX-4/5

DPM Imager w/ light diffusion * 

TC8XXX-3

Extended Range Imager

* Available Q3, 2019 ** Available Q4, 2019
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Accessories Guide



CRD-TC8X-2SUCHG-01: Single slot USB Cradle, w/spare 

battery charging, charges one device and one spare battery. 

For all non-DPM units.

CRD-TC8D-2SUCHG-01:  Single slot USB Cradle, 

w/spare battery charging, charges one device and one spare 

battery. For DPM units.  * Available Q3, 2019

Allows USB communication to the device with an additional 

micro-USB cable.

PWR-BGA12V50W0WW

Cradle options

Step 1: 
Choose a charging method

Single Slot Cradle w/Spare Battery Charger:

Micro-USB to USB Cable for 

single slot cradle

25-124330-01R

Level VI AC/DC Power Supply (Brick, 

replacement for PWRS-14000-148R)

AC Input: 100-240V, 2.4A

DC Output: 12V, 4.16A, 50W 

Requires: DC line cord and Country 

specific grounded AC line cord. 

23844-00-00R

US AC line cord, 7.5 feet long, 

grounded, three wire for power 

supplies.

Requires: Power Supply PWR-BGA12V50W0WW, DC Line Cord CBL-

DC-388A1-01 and Country Specific 3 wire AC Line Cord.

Additional accessories for single 

slot cradle

Note: additional cradle configurations are available via a custom product 

request. In addition, spare cradle cups are available as service spare parts.

CBL-DC-388A1-01

DC Line Cord for running the single 

slot cradles or battery chargers from 

a single Level VI power supply PWR-

BGA12V50W0WW, Level VI 

replacement for PWRS-14000-148R.



CRD-TC8D-2SUCHG-01: Single slot USB Cradle, w/spare 

battery charger, allows charging one device and one spare battery. 

Allows USB communication to the device with an additional micro-

USB cable. For all DPM units. * Available Q3, 2019

Mount options for single slot 

cradle

Step 1: 
Choose a charging method

Desktop bracket for single 

slot cradle

BRKT-SCRD-SSDK-01

TC8XXX Desk Mounting Bracket for 

ShareCradle. Allows to install the Single Slot 

Cradle w/Spare Battery Charger on a flat 

surface. (i.e. desktop). Includes: Two-slot  

cradle desk plate for bracket (BRKT-SCRD-

SSPL-01) and stands for desk plate (BRKT-

SCRD-DKST-01).  Requires: Single slot 

ShareCradle w/spare battery charger.

CRD-TC8X-2SUCHG-01: Single slot USB Cradle, w/spare 

battery charger, allows charging one device and one spare battery. 

Allows USB communication to the device with an additional micro-

USB cable.  For all non-DPM units.



CRD-TC8X-5SCHG-01: 5Slot Charge Only Cradle, charges up to five devices.  

PWR-BGA12V108W0WW

Step 1: 
Choose a charging method

Multi-Slot Cradle options:
For all non-DPM units

Level VI AC/DC Power Supply (Brick, 

Replacement for PWRS-14000-241R)

AC Input: 100-240V, 2.8A

DC Output: 12V, 9A, 108W 

Requires: DC line cord and Country 

specific grounded AC line cord.

CBL-DC-381A1-01
DC Line Cord for running multi-slot 

cradles from a single Level VI power 

supply PWR-BGA12V108W0WW, 

Level VI replacement for PWRS-

14000-241R

23844-00-00R

US AC line cord, 7.5 feet long, 

grounded, three wire for power 

supplies.
CRD-TC8X-5SETH-01: 5Slot Ethernet Cradle, charges up to five devices and 

provides Ethernet communication. 

All Cradles Require: Power Supply PWR-BGA12V108W0WW, DC Cord CBL-

DC-381A1-01 and Country Specific 3 wire AC Line Cord.

Additional accessories for 

multi -slot cradles

Cradle options

CRD-TC8X-5SC4BC-01: 4Slot Charge Only Cradle with 4Slot Spare Battery 

Charger, charges up to 4 devices and up to 4 spare batteries on the same cradle.

CRD-TC8X-5SE4BC-01: 4Slot Ethernet Cradle with 4Slot Spare Battery 

Charger, charges up to 4 devices and up to 4 spare batteries on the same cradle 

and provides Ethernet communication. Note: Additional cradle configurations are available via a custom 

product request. In addition, spare cradle cups are available as 

service spare parts.



Mount options for multi -slot cradle

Step 1: 
Choose a charging method

Desktop bracket for 

multi -slot cradle

CRD-TC8X-5SCHG-01: 5Slot Charge Only Cradle, charges up to five devices.  

CRD-TC8X-5SETH-01: 5Slot Ethernet Cradle, charges up to five devices and 

provides Ethernet communication. 

CRD-TC8X-5SC4BC-01: 4Slot Charge Only Cradle with 4Slot Spare Battery 

Charger, charges up to 4 devices and up to 4 spare batteries on the same cradle.

CRD-TC8X-5SE4BC-01: 4Slot Ethernet Cradle with 4Slot Spare Battery 

Charger, charges up to 4 devices and up to 4 spare batteries on the same cradle 

and provides Ethernet communication.

BRKT-SCRD-MSDK-01

TC8XXX Desk Mounting Bracket for 

ShareCradle. Allows to install any Multi-Slot 

cradle on a flat surface. (i.e. desktop). 

Includes: Multi-Slot cradle desk plate for 

bracket (BRKT-SCRD-MSPL-01) and stands 

for desk plate (BRKT-SCRD-DKST-01).  

Requires: Multi-Slot ShareCradle.



Mount options for multi -slot cradle

Step 1: 
Choose a charging method

Rack/Wall bracket for 

multi -slot cradle

CRD-TC8X-5SCHG-01: 5Slot Charge Only Cradle, charges up 

to five devices.  

CRD-TC8X-5SETH-01: 5Slot Ethernet Cradle, charges up to 

five devices and provides Ethernet communication. 

CRD-TC8X-5SC4BC-01: 4Slot Charge Only Cradle with 4Slot 

Spare Battery Charger, charges up to 4 devices and up to 4 spare 

batteries on the same cradle.

CRD-TC8X-5SE4BC-01: 4Slot Ethernet Cradle with 4Slot 

Spare Battery Charger, charges up to 4 devices and up to 4 spare 

batteries on the same cradle and provides Ethernet communication.

BRKT-SCRD-SMRK-01

Rack/Wall mounting bracket, allows to install any Single 

Slot or Multi-Slot cradle on a wall or a 19ò IT rack. The 

bracket also allows to install up to four 4Slot Spare Battery 

Chargers together on a wall or standard 19ò IT rack.

Compatible with all multi-slot cradle options:

MAXIMUM DENSITY 

RACK MOUNTED SOLUTION:

The Rack/Wall Mount Bracket have 

been optimized to work on a 

standard 19-inch rack, maximized 

density.  The brackets can also be 

configured in different angles for 

maximum flexibility.

SPACE RACK 

BRACKETS 

3.5ò APART 

(minimum)


