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RoHS EN 50581: 2012

: EN 60950-1: 2006 + A11: 2009 + A1: 
2010 + A12: 2011 + AC 2011 + A2: 2013; 

: IEC 60950-1: 2005 + A1: 2009 + 
A2: 2013

/ : UL 60950-1, , CAN/
CSA-C22.2 No. 60950-1-07

LED  LED IEC 62471:2006 (Ed.1.0) EN 
62471:2008 (LED)

EMI/RFI IT : EN 55022: 2010/AC: 2011 (Class B);
IT : EN 55024: 2010; : EN 61000-6-2: 
2005/AC:2005; : EN 61000-3-2: 
2006 + A1: 2009 + A2: 2009 (Class B); 

: EN 61000-3-3: 2013; : EN 
60601-1-2: 2007/AC: 2010, IEC 60601-1-2: 2007 
(Modified); : 47 CFR Part 15, Subpart B, 
Class B : ICES-003 Issue 5, Class B

LI3608  (3) 

http://www.zebra.com/warranty

; 

/ /

Code 39:4 mil 4.0-10.0 /10.2-25.4 

Code 39:7.5 mil 1.5-19.0 /3.8-48.3 

UPC 13 mil (100%) 1.0-31.0 /2.5-78.7 

Code 39:20 mil 0-42.0 /0-106.7 

7.3 x 3.0 x 5.2 
18.5 x 7.6 x 13.2  

7.3 x 3.0 x 5.6 
18.5 x 7.6 x 14.2 

10.1 /287 13.6 /385 

 4.5 VDC  5.5 VDC
 11.4 VDC  12.6 VDC

LI3608 170 mA

LI3608 40 mA

USB, RS232, Keyboard Wedge

PowerPrecision+ 3100 mAh 

LED

70,000 

 617nm  LED
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1,500 

 15% 

/ /  65  65
 45

**

1D Code 39, Code 128, Code 93, Codabar/NW7, 
Code 11, MSI Plessey, UPC/EAN, I 2 of 5, Korean 3 
of 5, GS1 DataBar, Base 32 (Italian Pharma)

-22ºF  122ºF/-30ºC  50ºC
-4ºF  122ºF/-20ºC  50ºC

-40ºF  158ºF/-40ºC  70ºC

5%  95%

 8.0 /2.4 

 3.3 1  5000 

IP65  IP67 FLB IP65

 (ESD)  EN61000-4-2 25 KV 10 KV
10 KV  

0  10,037 /0  108,000 Lux ( )
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